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PROPRIETARY AND CONFIDENTIAL REVISIONS
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY

OF DYTRAN INSTRUMENTS INC, ANY REPRODUCTION IN PART OR AS A
WHOLE WITHOUT THE WRITTEN PERMISSION OF

DYTRAN INSTRUMENTS INC. IS PROHIBITED
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SECTION A.A
2. FOR USE WITH DYTRAN 7531A & 7533A SERIES.

MOUNTING BLOCK MATERIAL: 17-4PH ST. STEEL

NOTES: UNLESS OTHERWISE SPECIFIED l¡¡-llD\m^hl
ll7 

trr""tumENr¡, rxc. 
C

MASTËRINTERPRET DIM & TOL PER
ASME Y14.5M - 1994.
REMOVE BURRS.
COUNTERSINK INTERNAL THDS
90" TO MAJOR DIA.
CHAM EXI THDS 45" TO MINOR DIA.
THD LENGTHS AND DEPTHS ARE FOR
MIN FULL THDS.
THDS PER MIL-S.7742.
DIMENSIONS APPLY AFTER FINISHING.

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES.
DIMENSIONS IN BRACKETS II

ARE IN MILLIMETERS
TOLERANCES ARE:
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TOTAL RUNOUT WITHIN .005.
BREAK SHARP EDGES ,OO5 TO ,010,
MACHINED FILLET RADII .OO5 TO .015.
WELDING SYMBOLS PER AWS A2,4.
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