
TOLERANCE:

REVISIONS: (Refer to dwg # revision sheet)
7-2-08A

HEAT TREATMENT - FINISH:

MATERIAL:

REMOVE BURRS AND BREAK SHARP EDGES .005 - .015
DRAWING INTERPRETATION DIMS. PER ASME-Y14.5M

STANDARD NOTES: (Unless Otherwise Specified)

DIMENSIONS ARE SHOWN AFTER
THREADS PER HANDBOOK H-28

ALL DIMENSIONS ARE IN INCHES

PLATING 3rd ANGLE PROJ.
QMA117

.XX ±0.01
.XXX ±0.005

CHAMFER:

ANGLE:
±1/2°

±5°

CAGE: 1X8M6

.X ±0.1
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Ø6.7 [Ø170.7]

4.5 [114.3]

1.0 [25.4]

Ø2.0 [Ø50.80] THRU
Ø2.50 [63.5] X 0.25 [6.4]

DEEP CBORE

8X Ø0.4 [Ø10.41] THRU
EQUALLY SPACED ON

5.75 [146.1] B.C.D
(BOTH ENDS)

2X 0.5 [12.70] X
0.25 [6.35] DEEP

SQ KEYWAY

22.5°

BENDIX RECEPTACLE
PT02A-10-6P

MATING CONNECTOR
PT06A-10-6S-SR

(NOT INCLUDED)

ID. #

Fz CHANNEL
(Mz CHANNEL FAR SIDE)

NOTES:
1) INTERNAL CIRCUITRY IS CONFORMALLY

COATED WITH RTV
2) SENSOR IS RATED TO IP61 WHEN MATING

CONNECTORS ARE SECURED TO RECEPTACLES
3) MAX SENSOR ROTATION NOT TO EXCEED 100

RPM

A


